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(b) All container inlets and outlets except safety relief valves and gaug-
ing devices shall be labeled to designate whether they communicate with
vapor or liquid space. Labels may be on valves.
(c) All containers manufactured and maintained under Interstate Com-
merce Commission cylinder specification are exempt from the provisions
of these standards insofar as container specifications and permanent mark-
ings are concerned, when used as replaceable fuel containers for purposes
within tile scope of these standards, but shall conform to all other rules
herein.
4.3. Location of Fuel Supply Containers.
(a) Containers shall be located in a place and in a manner such as to
minimize the possibility of mechanical injury. Containers located in the
rear of trucks and buses, when protected by substantial bumpers, will
be considered in conformance with this requirement.
(b) Containers shall be installed with as much clearance as practicable
but never less than the minimum normal road clearance of the vehicle
under maximum load conditions. This minimum clearance shall be to the
bottom of the container or to the lowest fitting on the container or hous-
ing, whichever is lower.
(c) Containers may be permanently installed or may be removable, pro-
vided proper anchorage is assured to prevent jarring loose, slipping, or
rotating of containers.
(d) Containers shall be secured in place on the vehicle by fastenings
designed with a factor of safety of four to withstand loadings in any
direction equal to four times the filled weight of the container. Field
welding where necessary shall be made only on saddle plates, lugs, or
brackets originally attached to the containers by the tank manufacturer.
(e) Containers from which gas is to be withdrawn only in the gaseous
phase shall he installed and equipped with suitable valves and connections
to prevent the accidental withdrawal of liquid.
4.4. Valves and Connections.
(a) Valves and connections shall have a rated working pressure of
at least 250 lbs. per sq. in. gauge and shall be of a suitable type for lique-
fied petroleum gas service.
(b) The filling connection shall be fitted with an approved combina-
tion back-pressure check valve, and excess flow valve; a double or 2
back-pressure check valves; or a positive shut-off valve, in conjunction
with either an internal back-pressure check valve or an internal excess
flow valve, Main shut-off valves adjacent to the tank or liquid and vapor
lines must be accessible at all times.
(c) All connections to containers, having openings for the flow of gas
in excess of a No. 54 drill size, except safety relief device connections,
shall be equipped with approved automatic excess flow valves (except in
the case of filling connections, which may be equipped with an approved
automatic back-pressure check valve) to prevent discharge of contents
in case ronnections are broken. This requirement may be waived when


